RO Storage Tanks

PWP storage tanks are constructed using
the finest FDA approved material available.
The water storage chamber features a virgin
polypropylene liner, high-grade chlorobutyl
diaphragm and stainless steel 1/2 in FNPT
to 1 in FNPT water connection.
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Features

¢ Patented stainless steel water
connection

e Smooth internal construction prevents
diaphragm abrasion damage

e Two-part epoxy primer, polyurethane
paint finish

e NSF58 approved

e CE approved

e Comprehensive testing

¢ Maintenance free

¢ Stainless steel water connection

¢ High-grade chlorobutyl diaphragm
e Virgin polypropylene liner

¢ Plastic tank stand included

= patented stainless steel water connection

virgin polypropylene liner

internal steel dome

high grade butyl diaphram

polypropylene shell

leak-free o-ring sealed air valve cap

water chamber

Specifications
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A: Height
B: Diameter
C: Base

Model Volume Thread
Number Size

1ET3G14M
1ET4G14M
1ET2G12F
1ET5G12F
1ET92G12F
1ET14G1F
1ET20G1F
1ET28G1F
1ET40G1F

14.6
14.7
12.7in
15.6in
21.21in
25in
31.6in
31.6in
41.9in

11.2
8.1in
11.6in
12.51in
15.51in
15.51in
16.9 in
16.9 in

1.7in
4.2in

4.2in
5in
5in

4.4
2 gal
5.5 gal
9.2 gal
14 gal
20 gal
28 gal
40 gal

1/4 in FNPT
1/4 in FNPT
1/2 in FNPT
1/2 in FNPT
1in FNPT
1in ENPT
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in FNPT
in FNPT
in FNPT
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Storage tank with floor stand

Wall mountable storage tank



