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PRODUCT NAME: 	 Pleated Polyester Filter Cartridge

RAW MATERIAL:		  PE - Polyester

FILTRATION PRECISION:	 1, 5, 10, 20, 50 Micron

DIMENSION:		  Standard Size: 2.5 in x 10 in, 20 in 

				    Jumbo Size: 4.5 in x 10 in, 20 in

FEATURES & BENEFITS: 	 • Pleated design increases filteration surface area  
				      and dirt holding capacity 

				    • Polyester media is bacteria and chemical resistant 

				    • Versatile and reusable, allowing for a variety of uses 

				    • Low pressure drop and high flow rate

APPLICATIONS: 		  • Whole-house filtration 

				    • Point of use (POU) RO systems 

				    • Commercial RO pretreatment 

				    • High-flow applications

Technical Data
Max Operating Temperature (°F) 176

Max Feed Pressure Resistance (mpa) 0.45

Max Pressure Drop Resistance (mpa) 25°C 0.30

Proposed Replacement Under Pressure Drop (mpa) 0.15

2-251001-PP

Size (2.5 in x 10 in)

Micron Rating

Type of Filter 
(PP = Pleated Polyester)

The Part Number:

Filter Size 1 Micron 5 Microns 10 Microns 20 Microns 50 Microns

2.5 in x 10 in 4.46 GPM 4.49 GPM 4.54 GPM 4.62 GPM 4.72 GPM

2.5 in x 20 in 8.92 GPM 8.98 GPM 9.08 GPM 9.24 GPM 9.45 GPM

4.5 in x 10 in 10.54 GPM 10.60 GPM 10.65 GPM 10.78 GPM 11.00 GPM

4.5 in x 20 in 21.08 GPM 21.20 GPM 21.5 GPM 21.7 GPM 22.00 GPM

Average Flow Rates (Gallons Per Minute)
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True Dimensions

2-252010-PP2-251005-PP 2-451005-PP 2-452005-PP

19.875”


